


ORGAN SPECIFICATION

Opus 6/89

Four manuals and pedals, 60 speaking stops, 77-79 ranks, 8 couplers, 4,066 pipes,
tracker key-action, electric stop-action with electric combination-action. In the
following specification the word "restored" indicates pipes from the previous cathedral
organ (restored, rescaled/remodelled and revoiced).

Do amoum o

= O

12.
13.
14.
15.

16.

17.
18.

19,

20.
21.
22.
23.
24,
25,
26.
27.
28,
29.
30.
31.

32. Fanfare Trumpet

Principal
Octave
Rohrflute
Gamba
Octave
Spitzflute
Quint
Octave
Mixture 2'

. Cymbal 1/2’
. Trumpet

Bombarde
Trompette
Clairon

Open Flute
Dulciana
Mounted Cornet
Clarinet

Principal

Hohlflute
Quintadena
Octave
Coppelflute
Nazard
Octave
Nachthorn
Tierce
Larigot
Scharf 1-1/3’
Rankett
Cormorne
Tremulant
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Manual IT

part prospect, 75/50% tin
part prospect, 75/50% tin
20% tin (feet, canisters 75%)
copper and 50% tin

part prospect, 75/50% tin
50% tin

50% tin

50% tin
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50% tin

Manual IV

50% tin

50% tin (8 trebles doubled)
50% tin (18 trebles doubled)
restored pipes, metal
restored pipes, metal

20% tin, g20 (tenor G)
restored pipes, metal

Manual T

7 bass No. 20, rest 75/50% tin,
part prospect

20% tin (feet, canisters 75%)
restored pipes, metal

part prospect, 75/50% tin
50% tin
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25% tin
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50% tin

90% tin, horizontal prospect

pipes

58
58
58
58
58
58
58
58
232
146
58

58

76
58
58
195
58

51

58
58
58
58
58
58
58
58
58
250
58
58

58



SWELL ORGAN Manual I (under expression)

33. Bourdon 16 restored pipes, wood 58
34. Open Diapason g restored pipes, metal 58
35. Gedeckt g 20% tin (feet, canisters, 756%) 58
36. Salicional g restored pipes, metal 58
37. Celeste g restored pipes, from A10, metal 49
38. Principal 4 50% tin 58
39. Harmonic Flute 4 50% tin 58
40. Nazard 2-2/3 50% tin 58
41. Gemshorn 2 50% tin 58
42. Tierce ; 1-3/8° 50% tin 58
43. Mixture 2 V ranks 50% tin 290
44, Double Trumpet 16 50% tin 58
45. Cornopean g 50% tin (6 trebles doubled) 64
46. Oboe 8 50% tin 58
47. Vox Humana 8 restored pipes, metal 58
48. Clarion 4 50% tin (18 trebles doubled) 76
Tremulant
PEDAL ORGAN
49, Open Bass 32 ext. No. 50 7
50. Open Wood 1€ restored pipes, wood 30
51. Principal 1e restored pipes, metal 30
52. Bourdon ; 16 restored pipes, wood 30
53. Octave g restored pipes, metal 30
54. Bass Flute g restored pipes, wood 30
556. Choral Bass 4 50% tin 30
56. Flute 4 restored pipes, metal 30
57. Mixture 2-2/8’ IV ranks 50% tin 120
58. Trombone : 16 copper 30
59. Bass Trumpet 8 50% tin 30
60. Shalmey 4 50% tin 30

Total number of pipes 4,066

COUPLERS for Swell to Great, Swell to Positive, Positive to Great, Bombarde to Great, Bombarde
to Pedal, Swell to Pedal, Great to Pedal, Positive to Pedal.

8 thumb pistons each to Bombarde, Swell, Great and Positive Organs, 8 toe pistons to Pedal
Organ, 8 general pistons (on thumb and toe pistons), reversible thumb- and toe-pistons for the
couplers, general cancel. All pistons adjustable by setter piston, and with eight separate and
lockable sets of memories covering the entire system.

Balanced Swell Pedal.



